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Black Magic Brake Pads
Break-in Instructions
WARNING: In order to achieve the best results from these brake pads, the following break in procedure must be done. 

As in all things brake related, if you do not understand what you are doing, get help or assistance from someone who does. Failure to properly install and/or diagnose issues that can arise from an improperly functioning brake system or part installation, can and will lead to injury or death to you or others. 

WARNING: Be safe and aware of your surroundings during the break-in procedure. Use an area that is low in other vehicular traffic and pedestrians in order to be as safe as possible. 
WARNING: Do not over tighten the caliper bolts. The torque value is 11-12 ft lbs. Over tightening can and will strip out the threaded holes in the steering knuckle. 

Step 1- Do a series of 5 back to back normal to moderately aggressive stops from 40mph to a rolling stop. Do not come to a complete stop, but almost.  Do not ride the brakes during the break in process. 
Step 2- After the first 5 stops; drive around at normal speeds for approximately 10-15 minutes to cool down the pads. During this time, try to use the brakes as little as possible. If you have to stop, do so moderately and then use the parking brake to hold yourself in place until such a time that you can proceed with the cool down. The object is to keep from imprinting a layer of friction material onto the hot rotor. 

Step 3- Repeat Step 1 and 2 again. 

Step 4- By this time, the brakes should be safe enough to drive normally and should be left to cool down overnight if possible. 

Step 5- After an overnight cool down, repeat Step 1 and 2 again. 

After Step 5, drive and use the brakes normally. The stopping performance should continue to improve steadily until it finally levels off. 
